Application recommendations for Avery Dennison Application Papers and Avery Dennison Application Film

<table>
<thead>
<tr>
<th>Stick to liner = √</th>
<th>Avery Dennison Application Papers</th>
<th>Avery Dennison Application Films</th>
</tr>
</thead>
<tbody>
<tr>
<td>Recommended = *</td>
<td>330</td>
<td>331</td>
</tr>
<tr>
<td>Strongly recommended = **</td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

Non-Images
- Avery Dennison 900 SC
- Avery Dennison 800 PC
- Avery Dennison 700 PF
- Avery Dennison 500 EF
- Avery Dennison 5500 QM TF
- Avery Dennison 4500 TF
- Avery Dennison Etched Glass
- Avery Dennison Window Films
- Avery Dennison 2200 SignFlex
- Avery Dennison 1200 Banner Film
- Avery Dennison SignMask

Printed Images
- Screen

Transfer of Vinyls
- Large decals
- Medium decals
- Small decals

Special requirements
- Wet application
- Long-term application
- High dimensional stability

Notes:
- For detailed information on product properties, please refer to the product datasheet of the Avery Dennison Application Paper and Film
- This information does not imply a guarantee and is subject to change without prior notice
- This technical bulletin replaces TB 3.10; TB 3.13 - 1st and 2nd edition.